Battery Speed Vent Caps

3-Gang Speed Vent Cap

4-Gang Speed Vent Cap

Features:
* Allows Speedy Removal of all Battery Caps MODEL CENTER TO CENTER PART NUMBER
Simultaneously DISTANCE (INCHES)

Reduces Battery Maintenance Cost 3-Gang 2.68 (2-11/16)

3-GVCA2.68-1070

Internal Spark-Flame Arrestors 3-Gang 3.312 (3-5/16)

3-GVCA3.31-1070

Acid-Proof Rubber Seal Washers (Included)

) o . 4-Gang 2.5(2-1/2)
Virtually Eliminates Dropped / Misplaced / Lost

4-GVCA2.5-1070

4-G 2.6 (2-19/32
Battery Caps ang ( /32)

4-GVCA2.6-1070

4-Gang 2.3 (2-19/64)

Patented Design

4-GVCA2.3-1070

1/4-Turn Bayonet Style Mount
Heavy Duty Construction

Speed vent caps are available to fit most bayonet style
battery openings. Please measure your battery before
ordering. Measure the distance from the center of one
hole to the center of the next. Then find that distance in

the chart to determine the correct part number.

Speed vent caps are available in custom sizes. Contact us
for details.

Dealer inquiries are welcome. Quantity discounts are

Doyle Shamrock Industries

1440 Holloway Rd.
Holland, OH 43528

419-865-8441

available. Made in the USA at our factory in Ohio.

https://doyleshamrock.com




